
Karta informacyjna 3UL2900

Adapter do montażu na szynie montażowej przekształtnik prądu różnicowego 
3UL23 do średnicy wewnętrznej 55 mm

Ogólne dane techniczne

Nazwa markowa produktu SIRIUS
oznaczenie produktu Adapter
oznaczenie środków roboczych zgodnie z IEC 81346-2:2009 B

Warunki środowiska

temperatura otoczenia
● podczas transportu -25 ... +60 °C
● podczas pracy -25 ... +60 °C
● podczas magazynowania -40 ... +85 °C

względna wilgotność powietrza podczas pracy 95 %
wysokość montażu przy wysokości nad poziomem morza 2 000 m

Instalacja/ Mocowanie/ Wymiary

szerokość 10 mm
wysokość 56,5 mm
głębokość 18,3 mm
pozycja montażowa Stojący, na poziomej powierzchni montażowej
rodzaj montażu mocowanie zatrzaskowe

Aprobaty/ Certyfikaty

General Product Approval other Environment

Confirmation Environmental Con-
firmations

Więcej informacji
Informacje dotyczące opakowania
Informacje dotyczące opakowania
Information for data generation and storage
https://support.industry.siemens.com/cs/ww/en/view/109995012
Information- and Downloadcenter
https://www.siemens.com/ic10
Industry Mall (System zamawiania online)
https://mall.industry.siemens.com/mall/pl/pl/Catalog/product?mlfb=3UL2900
CAx-Online-Generator
https://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3UL2900
Service&Support
https://support.industry.siemens.com/cs/ww/en/ps/3UL2900
Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, EPLAN macros, ...)
https://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3UL2900&lang=en
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_IC03_XX_04362
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=3UL2900&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=3020&CertificateApprovalOfficeId=4488
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=3UL2900&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=5596&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=3UL2900&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=526&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=3UL2900&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=447&CertificateId=454&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=3UL2900&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=447&CertificateId=5727&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=3UL2900&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=498&CertificateApprovalOfficeId=591
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=3UL2900&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=498&CertificateApprovalOfficeId=591
Informacje dotycz�ce opakowania
https://support.industry.siemens.com/cs/ww/en/view/109995012
https://www.siemens.com/ic10
https://mall.industry.siemens.com/mall/pl/pl/Catalog/product?mlfb=3UL2900
https://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3UL2900
https://support.industry.siemens.com/cs/ww/en/ps/3UL2900
https://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3UL2900&lang=en
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_IC03_XX_04361
https://support.industry.siemens.com/cs/ww/pl/pv/3UL2900

