
Karta informacyjna 8GK6432-4KK33

ALPHA zestaw montażowy 2x 3KF1/2 lub 1x 3KF3/4 do 400 A, wys.=400 mm, 
szer.= 900 mm do napędu obrotowego drzwiowego ze sprzęgłem w osłonie pola 
na środku głębokość rozdzielnicy min. 400 mm

Wersja

Nazwa markowa produktu ALPHA UNIVERSAL
oznaczenie produktu Zestaw montażowy rozłącznika izolacyjnego z bezpiecznikiem
wykonanie produktu 2 x 3KF1 /3KF2 /3KF3 /3KF4 /400A do napędu obrotowego drzwiowego ze 

sprzęgłem w osłonie pól
wykonanie osłony z wycięciem
prąd roboczy wartość znamionowa 400 A
element składowy produktu

● szyna uziemiająca Nie
● osłona z tworzywa sztucznego Tak
● płyta montażowa Tak

Konstrukcja mechaniczna

wysokość 400 mm
szerokość 900 mm
głębokość 400 mm
pozycja montażowa Pionowo
Waga netto na jedn. 8,64 kg

Zezwolenia Certyfikaty

Environment General Product Approval Test Certificates other

Environmental Con-
firmations

Environmental Con-
firmations

Confirmation Special Test Certific-
ate

Confirmation

other

Miscellaneous

Więcej informacji
Informacje dotyczące opakowania
Informacje dotyczące opakowania
Information for data generation and storage
https://support.industry.siemens.com/cs/ww/en/view/109995012
Information- and Downloadcenter (Catalogs, Brochures,…)
https://www.siemens.com/lowvoltage/catalogs
Industry Mall (Online ordering system)
https://mall.industry.siemens.com/mall/en/en/Catalog/product?mlfb=8GK6432-4KK33
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_I202_XX_76175
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=8GK6432-4KK33&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=498&CertificateApprovalOfficeId=591
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=8GK6432-4KK33&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=498&CertificateApprovalOfficeId=591
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=8GK6432-4KK33&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=498&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=8GK6432-4KK33&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=498&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=8GK6432-4KK33&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=3020&CertificateApprovalOfficeId=4488
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=8GK6432-4KK33&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=454&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=8GK6432-4KK33&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=445&CertificateId=495&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=8GK6432-4KK33&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=445&CertificateId=495&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=8GK6432-4KK33&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=447&CertificateId=454&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=8GK6432-4KK33&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=447&CertificateId=502&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=8GK6432-4KK33&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=447&CertificateId=5727&CertificateApprovalOfficeId=5729
Informacje dotycz�ce opakowania
https://support.industry.siemens.com/cs/ww/en/view/109995012
https://www.siemens.com/lowvoltage/catalogs
https://mall.industry.siemens.com/mall/en/en/Catalog/product?mlfb=8GK6432-4KK33


Service&Support (Manuals, Certificates, Characteristics, FAQs,...)
https://support.industry.siemens.com/cs/ww/pl/ps/8GK6432-4KK33
Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, ...)
https://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=8GK6432-4KK33
CAx-Online-Generator
https://www.siemens.com/cax
Tender specifications
https://www.siemens.com/specifications
Krzywe charakterystyczne
https://curves.simaris.siemens.com/curves/<mmp_prod_noCOMP="HAUPT"></mmp_prod__no>
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https://support.industry.siemens.com/cs/ww/pl/ps/8GK6432-4KK33
https://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=8GK6432-4KK33
https://www.siemens.com/cax
https://www.siemens.com/specifications
https://curves.simaris.siemens.com/curves/%3Cmmp_prod_noCOMP=%22HAUPT%22%3E%3C/mmp_prod__no%3E
https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_I202_XX_76174
https://www.automation.siemens.com/bilddb/interfaces/InterfaceImageDB.asmx/GetImageVariantByMLFB?interfaceuserid=TED&objecttype=60&imagevariantid=73&articlenumber=8GK64324KK33&lang=pl,XX
https://support.industry.siemens.com/cs/ww/pl/pv/8GK64324KK33
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