
Karta informacyjna 8US1251-5NT11

Adapter urządzeniowy S0, 32A, do systemu szyn zbiorczych 60mm, 45x długość 
260mm, Przewody specjalne przyspawane AWG 10, długość 167 mm Element 
dystansowy w zestawie Szyna nośna przykręcona

Wersja

Nazwa markowa produktu SENTRON
oznaczenie produktu Adapter urządzenia
wykonanie produktu Akcesoria
liczba szyn montażowych 1

Połączenia

wykonanie przyłącza elektrycznego AWG 10
Konstrukcja mechaniczna

wysokość 260 mm
szerokość adaptera 45 mm
głębokość 63 mm
grubość szyny prądowej

● minimalny 5 mm
● maksymalny 10 mm

odstęp między środkami szyn 60 mm
masa netto 331 g

Zezwolenia Certyfikaty

General Product Approval

Confirmation

Test Certificates Marine / Shipping

Miscellaneous Type Test Certific-
ates/Test Report

Special Test Certific-
ate

Marine / Shipping other

Miscellaneous Confirmation

Railway Environment
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_I202_XX_34374
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=439&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=439&ci=5596&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=439&ci=454&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=439&ci=497&cao=586
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=439&ci=499&cao=586
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=439&ci=3020&cao=4488
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=445&ci=502&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=446&ci=449&cao=538
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=446&ci=455&cao=543
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=446&ci=464&cao=552
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=446&ci=480&cao=566
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=446&ci=489&cao=574
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=446&ci=490&cao=576
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=446&ci=491&cao=577
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=447&ci=502&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=447&ci=454&cao=553


Special Test Certific-
ate

Environmental Con-
firmations

Environmental Con-
firmations

Więcej informacji
Informacje dotyczące opakowania
Informacje dotyczące opakowania
Information- and Downloadcenter (Catalogs, Brochures,…)
http://www.siemens.com/lowvoltage/catalogs
Industry Mall (Online ordering system)
https://mall.industry.siemens.com/mall/en/en/Catalog/product?mlfb=8US1251-5NT11
Service&Support (Manuals, Certificates, Characteristics, FAQs,...)
https://support.industry.siemens.com/cs/ww/pl/ps/8US1251-5NT11
Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, ...)
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=8US1251-5NT11
CAx-Online-Generator
http://www.siemens.com/cax
Tender specifications
http://www.siemens.com/specifications
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https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=3151&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=3151&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=5669&ci=498&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=5669&ci=498&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=5669&ci=498&cao=591
https://support.industry.siemens.com/cs/WW/pl/ps/8US1251-5NT11/Certificate?ct=5669&ci=498&cao=591
Informacje dotycz�ce opakowania
http://www.siemens.com/lowvoltage/catalogs
https://mall.industry.siemens.com/mall/en/en/Catalog/product?mlfb=8US1251-5NT11
https://support.industry.siemens.com/cs/ww/pl/ps/8US1251-5NT11
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=8US1251-5NT11
http://www.siemens.com/cax
http://www.siemens.com/specifications
https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_I202_XX_42236
https://www.automation.siemens.com/bilddb/interfaces/InterfaceImageDB.asmx/GetImageVariantByMLFB?interfaceuserid=TED&objecttype=60&imagevariantid=73&articlenumber=8US12515NT11&lang=pl,XX
https://support.industry.siemens.com/cs/ww/pl/pv/8US12515NT11
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