
Karta informacyjna 8WD4618-0CA

kątownik do mocowania ściennego do montażu jednostronnego, bez stopy i rury, 
akcesoria do elektronicznie konfigurowalnych kolumn sygnalizacyjnych, o średnicy 
70 mm, IP66/69k

Nazwa markowa produktu SIRIUS
oznaczenie produktu kąt
wykonanie produktu do mocowania ściennego, z jednej strony

Obudowa

szerokość 70 mm
głębokość 98,7 mm
materiał połączenie ekwipotencjalne - ochrona uziemienia
kolor Czarny
Stopień ochrony IP IP66/IP69k
Stopień ochrony NEMA 4X

Zezwolenia Certyfikaty

General Product Approval EMV

Confirmation

other Environment

Confirmation Environmental Con-
firmations

Więcej informacji
Informacje dotyczące opakowania
Informacje dotyczące opakowania
Information- and Downloadcenter
https://www.siemens.com/ic10
Industry Mall (System zamawiania online)
https://mall.industry.siemens.com/mall/pl/pl/Catalog/product?mlfb=8WD4618-0CA
CAx-Online-Generator
http://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=8WD4618-0CA
Service&Support
https://support.industry.siemens.com/cs/ww/en/ps/8WD4618-0CA
Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, EPLAN macros, ...)
http://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=8WD4618-0CA&lang=en
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_IC03_XX_04955
https://support.industry.siemens.com/cs/WW/pl/ps/8WD4618-0CA/Certificate?ct=439&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8WD4618-0CA/Certificate?ct=439&ci=5596&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8WD4618-0CA/Certificate?ct=439&ci=454&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8WD4618-0CA/Certificate?ct=439&ci=5691&cao=586
https://support.industry.siemens.com/cs/WW/pl/ps/8WD4618-0CA/Certificate?ct=439&ci=3020&cao=4488
https://support.industry.siemens.com/cs/WW/pl/ps/8WD4618-0CA/Certificate?ct=440&ci=4242&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8WD4618-0CA/Certificate?ct=447&ci=454&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/8WD4618-0CA/Certificate?ct=5669&ci=498&cao=591
https://support.industry.siemens.com/cs/WW/pl/ps/8WD4618-0CA/Certificate?ct=5669&ci=498&cao=591
Informacje dotycz�ce opakowania
https://www.siemens.com/ic10
https://mall.industry.siemens.com/mall/pl/pl/Catalog/product?mlfb=8WD4618-0CA
http://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=8WD4618-0CA
https://support.industry.siemens.com/cs/ww/en/ps/8WD4618-0CA
http://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=8WD4618-0CA&lang=en
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Ostatnia zmiana: 2.08.2024
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_IC03_XX_04954
https://support.industry.siemens.com/cs/ww/pl/pv/8WD46180CA

