
Karta informacyjna 5SD7418-0

wtyczka typ 1 N-PE klasa wymagań B, Uc 350 V 1-bieg. do ochronnika 
przepięciowego kombi 5SD744... i ogranicznika przepięć 5SD741

Wersja

Nazwa markowa produktu SENTRON
oznaczenie produktu wtyczka

Ogólne dane techniczne

klasyfikacja SPD zgodnie z EN 61643-11 klasa badań II typ 2 Tak
klasyfikacja SPD zgodnie z EN 61643-11 klasa badań I typ 1 Tak
możliwość zastosowania 5SD7412-1, 5SD7414-1

Akcesoria

akcesoria wtyczka typ 1 N/PE, do odgromników 5SD7412-1 i 5SD7414-1
Konstrukcja mechaniczna

Waga netto na jedn. 225 g
Zezwolenia Certyfikaty

Environment General Product Approval

Environmental Con-
firmations

Environmental Con-
firmations

General Product Ap-
proval other

Confirmation Confirmation

Więcej informacji
Informacje dotyczące opakowania
Informacje dotyczące opakowania
Information for data generation and storage
https://support.industry.siemens.com/cs/ww/en/view/109995012
Information- and Downloadcenter (Catalogs, Brochures,…)
https://www.siemens.com/lowvoltage/catalogs
Industry Mall (Online ordering system)
https://mall.industry.siemens.com/mall/en/en/Catalog/product?mlfb=5SD7418-0
Service&Support (Manuals, Certificates, Characteristics, FAQs,...)
https://support.industry.siemens.com/cs/ww/pl/ps/5SD7418-0
Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, ...)
https://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=5SD7418-0
CAx-Online-Generator
https://www.siemens.com/cax
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=P_I201_XX_05222
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=5SD7418-0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=498&CertificateApprovalOfficeId=591
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=5SD7418-0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=498&CertificateApprovalOfficeId=591
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=5SD7418-0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=498&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=5SD7418-0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=498&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=5SD7418-0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=479&CertificateApprovalOfficeId=563
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=5SD7418-0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=5701&CertificateApprovalOfficeId=586
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=5SD7418-0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=3020&CertificateApprovalOfficeId=4488
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=5SD7418-0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=526&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=5SD7418-0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=454&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=5SD7418-0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=447&CertificateId=454&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/pl-ww/search?scope=knowledgebase&CountryCode=ww&Language=pl&SearchTerm=5SD7418-0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=447&CertificateId=5727&CertificateApprovalOfficeId=5729
Informacje dotycz�ce opakowania
https://support.industry.siemens.com/cs/ww/en/view/109995012
https://www.siemens.com/lowvoltage/catalogs
https://mall.industry.siemens.com/mall/en/en/Catalog/product?mlfb=5SD7418-0
https://support.industry.siemens.com/cs/ww/pl/ps/5SD7418-0
https://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=5SD7418-0
https://www.siemens.com/cax


Tender specifications
https://www.siemens.com/specifications
Krzywe charakterystyczne
https://curves.simaris.siemens.com/curves/<mmp_prod_noCOMP="HAUPT"></mmp_prod__no>
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https://www.siemens.com/specifications
https://curves.simaris.siemens.com/curves/%3Cmmp_prod_noCOMP=%22HAUPT%22%3E%3C/mmp_prod__no%3E
https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_I202_XX_56310
https://www.automation.siemens.com/bilddb/interfaces/InterfaceImageDB.asmx/GetImageVariantByMLFB?interfaceuserid=TED&objecttype=60&imagevariantid=73&articlenumber=5SD74180&lang=pl,XX
https://support.industry.siemens.com/cs/ww/pl/pv/5SD74180
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